TO BE USED:

¢
DODD CEMETERY RD. STA. 10+11.00 TO 10+39.60 <IDEROAD
SCHNAKE RD. STA. 10+11.00 TO 10+29.44 I
STA. 12+13.27 TO 12+40.94 I |
LEFT COOK RD. STA. 10+11.00 TO 10+98.96 Z | . N = e PAVEMENT LANE WIDTHS
o« L o
GANDERTOWN RD. STA. 10+11.00 TO 11+00.00 o ! \ = 7 - LEFT COOK RO
2 o .
BOURLAND RD. STA, 3+31.64 TO 3+56.78 3 ! %! )
STA. 6+88.20 TO 9+50.55 5 | i 2| 9’ - DODD CEMETERY RD.
¢ L e 67 S SCHNAKE RD.
SHILOH RD. STA. 10+09.00 TO 10+33.09 _ = — &! BOURLAND RD.
STA. 12+49.86 TO 12+64.86 B 1‘ e SHILOH RD.
STA. 15+04.40 TO 15+29.74 — == — \ _ CARTER FARM RD.
' - BAIRD RD.
CARTER FARM RD. STA. 6+53.83 TO 6+79.55 UNTHANK RD.
STA. 8+91.65 TO 9+51.00 RO ABELL RD.
BAIRD RD. STA. 10+09.00 TO 10+50.34 "‘ 2’ }4* FLANDERS RD.
GARNER RD.
UNTHANK RD. STA, 5+37.00 TO 6+40.44
STA. 8+99.17 TO 9+51.00
@ @
ABELL RD. STA. 10+09.00 TO 10+31.97
STA. 12+64.40 TO 12+79.40
STA. 15+18.85 TO 15+47.03
PROPOSED RURAL SIDEROAD TANGENT TYPICAL SECTION
FLANDERS RD. STA. 10+439.00 TO 114+01.50
STA. 15+14.15 TO 15+76.09
STA. 18+70.06 TO 18+89.96
GARNER RD. STA. 7+11.96 TO 7+17.06 ¢
STA. 8+96.06 TO 9+51.00 SIDEROAD
= |
TO BE USED: 3 =
a Q|
LEFT COOK RD. STA. 10+98.96 TO 12+72.24 9 -l LEGEND
7 wl
SHILOH RD.  STA. 12+64.86 TO 15+04.40 g & (5) PROCESSING LIME MODIFIED SOILS (12" MIN.)
ABELL RD. STA. 12+79.40 TO 15+18.85 & g (SEE CEOTECHNICAL, REPORT FOR DEPTH OF PROPOSED
o
FLANDERS RD. STA. 11+01.50 TO 15+14.15 i B @HOT-M]X ASPHALT SURFACE COURSE, MIX C, N90, 2"
(22) AGGEGATE BASE COURSE TYPE A, 9"
EX. GROUNDLINE
PROPOSED RURAL SIDEROAD SUPERELEVATED TYPICAL SECTION
NOTE: FOR SUPERELEVATION TRANSITION
SEE SUPERELEVATION SCHEDULE
TO BE USED: ¢
SIDERQAD
SCHNAKE RD. STA. 10+29.44 TO 12+13.27 |
|
BOURLAND RD. STA. 3+56.78 TO 6+88.20 R ' |
ees VAR. L5% TO 3.88% = , ! ) =
o . 2 | b | . 2 3
SHILOH RD. STA. 10+33.09 TO 12+49.86 Q! E i |
ol : VAR. 47 s»s VAR ' 2
CARTER FARM RD. STA. 6+79.55 TO 8+91.65 8 o L, | s VAR. ol
VAR. 1.5% TO 4.80Y Sl s I 1.5% TO 6% 2l
ac S
a
UNTHANK RD. STA. 6+40.44 TO 8+99.17 I gl
ABELL RD. STA. 10+31.97 TO 12+64.40 -
FLANDERS RD. STA. 15+76.09 TO 18+70.06
GARNER RD. STA. 7+17.06 TO 8+96.06 EX. GROUNDLINE
=s» VAR. 1.57 TO 4.807%
PROPOSED RURAL SIDEROAD SUPERELEVATED TYPICAL SECTION
NOTE: FOR SUPERELEVATION TRANSITION
SEE SUPERELEVATION SCHEDULE
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